























SimPal-T4 POWER SOCKET USER MANUAL

setting to cancel SMS to family number.
Method

Master sends following SMS message in order to:
Activate SMS alert to User (Default) #16#1#
Deactivate SMS alert to User #16#0#

3.12 Check status

Method
Master or Family sends following SMS message in order to:
Check socket operating status: #O7#0#
Check “delayed control” parameters: #34#
Check “Calendar control” parameters: #33#
Check “Thermostat control” parameters: #32#
Check “over-temperature alarm limits” parameters: #35#
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3.13 Weak GSM signal notification

The socket can send a SMS notification when the GSM signal strength is too weak. The Master
user can enable/disable this SMS notification.
Method

The Master user sends following SMS message in order to set:

Check GSM signal: #27# (31)
Activate SMS notification upon weak GSM signal: #27#1# (32)
Deactivate SMS notification upon weak GSM signal (Default):  #27#0# (33)

Successful SMS reply
Weak GSM signal strength alert function ON/OFF.

The alerter will send SMS message when it alarms:
Weak GSM signal alert, the CSQ is **.
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3.14 Change password

Method
Master sends following SMS message in order to:
Change the password: #04#Oldpassword#Newpassword#
e The password is a four digit number.
e The original password is 1234.

3.15 Resetting the socket

() Description

(34)

e This function resets all programmed settings to their original values, including cleaning all

user number, timing parameter and temperature parameter.

o If the setting status is wrong or the malfunctions can’t be corrected, users can restore the

socket to its original status to make it work normally.

SimPal-T4 reset factory setting:
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Method 1: Press the side M button of the device for 10 seconds.
Method 2: Master sends following SMS message in order to:
Reset SimPal-T4 socket: #08#password# (35)
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4 Main Technical Parameters

Input power plug

110~230V/50HZ,
CEE 7/7 hybrid Schuko/French/American/Australia plug

Output power outlet

110~ 230V/50HZ, 230V/30A(30s),
16A long-duration,
CEE7/4 German “Schuko”/ French/ American/Australia

Operating temperature

-10'C~+50C

Store temperature

-20°C~+60C

Relative humidity

10-90%, without condensation

Communication protocols

GSM PHASE 2/2+
(including data operation)

Data interface

GSM SIM 1.8V/3.0V socket

Temperature
sensor range

-10°C~50C

GSM working band

850/900/1800/1900Mhz
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Appendix: SMS commands list

Category Function Command
Register Master-number (1) #00#
Change Master-number (2) #14#NewMasterNumberit
Define the Add Family-number (3) #06#Family-Numberi
users Check Family-number (4) #06#
Delete Family-number (5) #15#Family-Numberi
Delete all Family-number (6) #15#
Change socket Connect socket power (7) #01#0#
power status Disconnect socket power (8) #02#0#
Delay switching ON after a :
Delay control (9) #12#0#Minutes#1#

certain minutes
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Category Function Command
Delay switching OFF after a 3
o 10) #12#0#Minutes#0#
certain minutes
Activate calendar control (AN#19#0#1#
Calendar Set calendar control (12)#20#0#WorkDay#
control parameters StartTime#EndTime#
Deactivate calendar control (13)#19#0#0#
Activate thermostat control (14)#23#0#1#
Thermostat Set thermostat control .
(15)#24#0#mode#low-temp#high-temp#
control parameters
Deactivate thermostat control (16)#23#0#0#
Activate temp-alarm (A7) #21#0#1#
Temperature -
(18)#22#0#MinTemp#
alarm Set temp range
MaxTemp#
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Category Function Command
Deactivate temp-alarm 19)#21#0#0#
SMS when on/off button
(20)#03#1#
pressed (Default)
SMS wh /off butt
when onfot buffon (21)#03#0#
pressed function OFF
SMS when power lost or
(22)#05#1#
restore (Default)
SMS when power lost or
. (23)#05#0#
restore function OFF
SMS SMS alert to User (24)#16#1#
notifications SMS alert to User function OFF | (25)#16#0#
Check status (26)#07#0#
Check status
Check “Delayed Control” status | (27)#34#
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Category Function Command
Check “Calendar control”
(28)#33#
status
Check “Thermostat control”
(29)#32#
status
Check “temp-alarm” status (30)#35#
Check GSM signal (3N)#27#
Weak GSM signal alert (32)#27#1#
Disable weak GSM signal alert | (33)#27#0#
Change
Change password (34)#04#old-password#new-password#
password

Reset socket

Reset to factory setting

(35)#08#Password#
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